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• OWNER’S MANUAL
Please read before using this equipment.

• MODE D’EMPLOI
Veuillez lire avant d’utiliser cet appareil.

• MANUAL DE OPERACIÓN
Léalo antes de utilizar este equipo.
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4 Turn the Rotary encoder to adjust the distance 
(0.0 to 336.6cm).

5 Repeat steps 3 and 4 to set another speaker.

6 When the setting has been completed, select any 
one of the preset buttons (1 through 6), press 
and hold the desired preset buttons for at least 2 
seconds.

7 Turn the Rotary encoder to select PROTECT 
YES/NO, and then press / /ENT to store the 
adjusted contents.

PROTECT YES                                 PROTECT NO
(Initial setting)

• If YES is selected, the adjusted contents are protected and stored into 
the preset buttons. When you want to store the parameter into a 
protected preset button, “REPLACE NO/YES” can be selected.

• If NO is selected, the preset is stored.

8 After setting, press and hold /ESC for at least 2 
seconds to return to normal mode.

• The stored contents are not deleted even when resetting the unit or 
disconnecting the battery.

• The stored contents can be recalled by performing operation in 
“Recalling the Stored Time Correction Settings” (page 19).

• Pressing /RTN when Time Correction is adjusted will return to 
the previous item.

• If MultEQ is turned on, the A.SEL button is ineffective. For details, 
refer to “Turning MultEQ on/off ” (page 13).

• If no operation is performed for 60 seconds, the unit will return to the 
normal mode.

Recalling the Stored Time Correction 
Settings

1 Press A.SEL to recall the DSP adjust mode.

Media Xpander  Crossover  T.Correction  
Parametric EQ/Graphic EQ  Media Xpander

2 Turn the Rotary encoder to select the 
T.Correction mode, and then press / /ENT.

3 Press any one of the preset buttons (1 through 
6) that has your desired characteristic in memory.

4 Press the preset buttons again to return to the 
DSP adjust mode.

5 Press and hold /ESC for at least 2 seconds to 
return to normal mode.

• Pressing /RTN during the procedure will return to the previous 
mode.

Setting the MX Mode
MX (Media Xpander) makes vocals or instruments sound distinct 
regardless of the music source. The FM radio, CD, and iPod, will be 
able to reproduce the music clearly even in cars with a lot of road noise.

1 Press SOURCE/  to select the source to which you 
want to apply Media Xpander.

2 Press A.SEL to recall the DSP adjust mode.

Media Xpander  Crossover  T.Correction  
Parametric EQ/Graphic EQ  Media Xpander

3 Turn the Rotary encoder to select the Media 
Xpander mode, and then press / /ENT.

4 Turn the Rotary encoder to select the desired 
Media Xpander level.

FM (MX level 1 to 3):
The medium to high frequencies become clearer, and produces 
well balanced sound at all frequencies.

CD (MX level 1 to 3):
CD mode processes a large amount of data during playback. 
MX takes advantage of this large data quantity to reproduce a 
more clear, clean output.

CMPM/SAT (MX level 1 to 3):
This corrects information that was lost at the time of 
compression. This reproduces a well-balanced sound close to 
the original.

DVD (Video CD)
(MOVIE MX level 1 to 2):

The dialogue portion of a video is reproduced more clearly.

(DVD MUSIC):
A DVD or Video CD contains a large quantity of data such as 
music clip. MX uses this data to reproduce the sound 
accurately.

AUX (MX level 1):
Choose the MX mode (CMPM, MOVIE, or MUSIC) that 
corresponds to the media connected.
If two external devices are connected, a different MX mode for 
each media can be selected.

5 After setting, press and hold /ESC for at least 2 
seconds to return to normal mode.

• To cancel MX mode for all music sources, set MX to OFF.
• Each music source, such as FM radio, CD, and MP3/WMA/AAC can 

have its own MX setting.
• On disks with both MP3/WMA/AAC and CD-DA, when the source 

changes from “MP3/WMA/AAC to CD-DA” or “CD-DA to 
MP3/WMA/AAC”, MX-mode switching may delay playback slightly.

• Setting to Non Effect sets MX mode of each music source to OFF.
• This function is inoperable when DEFEAT is set to ON.
• There is no MX mode for AM radio.
• If an audio processor with the MX function (PXA-H701, etc.) is 

connected, its own MX processing is applied to the music source. 
Since the processor MX settings may not match the head unit, the 
audio processor needs to be adjusted. For details, refer to the 
Owner’s Manual of the audio processor.

• “CMPM” is applied for MP3/WMA/AAC and iPod.
• “SAT” is applied for XM radio and SIRIUS radio.
• If no operation is performed in 60 seconds, the unit will return to the 

normal mode.
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Displaying the Text
Text information, such as the disc name and the track name, will be 
displayed if playing a CD text compatible disc. It is also possible to 
display the folder name, the file name and the tag, etc., while playing 
MP3/WMA/AAC files.

Press TITLE.
The display will change every time the button is pressed.

• If you want to change the display when the Text Scroll is set to 
Manual, press TITLE while the text is scrolling. If the scroll has been 
completed, press TITLE to scroll the text again.

The display in Radio mode:

The display in CD mode:

The display in MP3/WMA/AAC mode:

*1 Displayed during playback of a disc with CD Text.
*2 The root folder is displayed as blank.
*3 ID3 tag/WMA tag

If an MP3/WMA/AAC file contains ID3 tag/WMA tag information, the 
ID3 tag/WMA tag information is displayed (e.g., song name, artist 
name, and album name). All other tag data is ignored.

*4 When an HD radio signal is received, text information such as 
“Radio Station,” “Artist,” etc., is displayed.

*1~*4 If there is no text information, nothing will be displayed.
*5 RADIO STATION NAME can be switched between “Long” and 

“Short” in “HD Radio Station Call Setting” (page 25).
Displayed in 1 line when “Short” is set, displayed in 2 lines when 
“Long” is set.

*6 When the Scroll Setting (page 24) is set to “Auto”, the display cannot 
be switched by pressing TITLE. The display contents switch 
alternately.

Other Functions

TITLE

Calendar/Clock

Frequency Station Call Letter*4/*5

Station Call Letter*4/*5

Frequency

(Blank)

(Blank)

(Blank)

Album Name 

Song Name * 4

* 4Artist Name 

Song Name * 4

* 4

Frequency

(Blank)

*6 *6

Track No./Elapsed Time

Text (Track Name) * 1 Text (Disc Name) * 1

* 1Text (Track Name) 

Calendar/Clock

Text (Track Name) * 1 (Blank)

(Blank)

Track No./Elapsed Time

Text (Track Name) * 1

About the indication display

When displaying Text, the following indicators are lit according 
to the mode.

File Name

Folder No./File No./Elapsed Time

Folder Name* 2

File Name

Calendar/Clock

Song Name *3

Album Name 

Song Name * 3

* 3

(Blank)

(Blank)

Song Name * 3

Folder No./File No./Elapsed Time

File Name

Folder No./File No./Elapsed Time

Artist Name 

Song Name

* 3

* 3

*6*6
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About “Text”

Text:
Text compatible CDs contain text information such as the disc 
name and track name. Such text information is referred to as 
“text.”

• Some characters may not be displayed correctly with this device, 
depending on the character type.

• The CD changer must also be CD Text compatible for the Text 
information to be displayed.

• If there is no TEXT information, the display is blank.
• The text or tag information may not be correctly displayed, 

depending on the contents.

Displaying Time

Press TITLE repeatedly until the time is displayed.

Each press changes the display.
For details, see “Displaying the Text” (page 20).

• Selecting any tuner or CD function while in the clock priority mode 
will interrupt the time display momentarily. The function selected 
will be displayed for about 5 seconds before the time returns to the 
display.

Blackout Mode On and Off
When Blackout mode is turned on (except Radio Mode), all display 
indications on this unit will turn off to reduce power consumption.
This additional power enhances the sound quality.

Press and hold TITLE for at least 2 seconds to activate 
the blackout mode.
All display indications on this unit will turn off.
The “B.OUT” indicator lights up.

• If any button on the unit is pressed during the blackout mode, the 
function will be displayed for 5 seconds to show the operation before 
returning to Blackout mode.

To cancel Blackout mode, press and hold TITLE for at least 2 
seconds.

Indicator/
Mode CD Mode MP3/WMA/

AAC Mode
SAT RADIO/HD 
RADIO Mode iPod Mode

—
Folder Name 
being 
displayed

— —

—
Song Name 
being 
displayed

Song Name 
being 
displayed

Song Name 
being 
displayed

—
Artist Name 
being 
displayed

Artist Name 
being 
displayed

Artist Name 
being 
displayed

—
Album Name 
being 
displayed

Album Name 
being 
displayed (HD 
Radio only)

Album Name 
being 
displayed

—
File Name 
being 
displayed

— —

Text (Disc 
Name) being 
displayed

— — —

Text (Track 
Name) being 
displayed

— — —

— —

Auxiliary Data 
Field being 
displayed (XM 
Radio only)

—

— —

Channel NO./
Channel Name 
being 
displayed (XM/
SIRIUS only)

—

— —

Category 
Name being 
displayed (XM/
SIRIUS only)

—

— —
ID NO.
(XM Radio 
only)

—

— —

Composer 
Name being 
displayed 
(SIRIUS Radio 
only)

—

— —

Station Call 
Letter being 
displayed (HD 
Radio only)

—

— —

Alert being 
displayed 
(SIRIUS Radio 
only)
SPS being 
displayed
(HD Radio 
only)

—(   )
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You can flexibly customize the unit to suit your own preferences and 
usage. From the SETUP menu, Audio Setting, Display Setting, etc., can 
be modified.

   

1 Press and hold FUNC./SETUP for at least 2 
seconds to activate the SETUP selection mode.

2 Turn the Rotary encoder to select the desired 
item, and then press / /ENT.

Bluetooth*1  GENERAL  AUDIO  DISPLAY  
TUNER*   Bluetooth*1

(e.g. Select AUDIO)

* Only when HD Radio/SAT Radio is connected.

3 Turn the Rotary encoder to select a setting item, 
and then press / /ENT.
(e.g. Select Subwoofer)

Bluetooth*1

Bluetooth IN

GENERAL:
Birthday Set  Clock Mode  Clock  Clock Adjust*2  
Play Mode  Beep  INT Mute*3  AUX IN  
AUX Name*4  Changer Name  Digital AUX  
Power IC  Language Set  Demo  Birthday Set

AUDIO:

Subwoofer  SUBW. System*5  Factory’s EQ*6  

T.CORR Parameter*7  Filter Type  SUBW. Phase  

SUBW. Channel  TW Setup*8  EQ Mode*9  Subwoofer

DISPLAY:
Illumination  Dimmer  Scroll Type  Text Scroll  Font 
Select  BGV Select  Calendar  Opening MSG   
Illumination

TUNER*10:
Only when XM is connected.

XM ADF
Only when SIRIUS is connected.

Game Alert
Only when HD Radio is connected.

Digital Seek  Station Call  Digital Seek

*1 Displayed only when INT Mute is OFF.
*2 Refer to “Setting the Time and Calendar” (page 7).
*3 Displayed only when Bluetooth IN is OFF.
*4 Displayed only when AUX IN is ON.
*5 Displayed only when Subwoofer is ON, and no external audio 

processor is connected.
*6 Refer to “Equalizer Presets” (page 13).
*7 Refer to “Setting the Time Correction Unit” (page 18).
*8 Displayed only when 2.2ch (3WAY) is set.
*9 Refer to “Setting EQ mode” (page 14).
*10When SAT/HD Radio is connected.

For the SAT Radio Setting, refer to “SAT Radio Receiver (Optional)” 
(page 25).

*11These items cannot be adjusted when MultEQ (page 13) is set to ON.

4 Turn the Rotary encoder to change the setting, 
and then press / /ENT.
(e.g. Select Subwoofer ON or Subwoofer OFF.)

5 Press and hold FUNC./SETUP for at least 2 
seconds to return to normal mode. 

• Pressing /RTN returns to the previous SETUP mode.
• If no operation is performed for 60 seconds, SETUP is canceled.

Select Bluetooth from the setup main menu in step 2 above. 
If an optional Bluetooth Box is connected, you can place a hands-free 
call by a Bluetooth- equipped mobile phone. 
Make this setting when the Bluetooth Box is connected and the 
Bluetooth function is used. For details, refer to the Owner’s Manual of 
the optional Bluetooth Box.

Setting the Bluetooth IN Connection

Set ADAPTER when the Bluetooth Box is connected.

GENERAL is selected on the setup main menu in step 2.

Birthday Opening Message Setting (Birthday Set)

While Opening MSG is set to ON (refer to “Opening Message ON/OFF 
Setting” on page 25), and then input your birthday details, a message 
can be displayed on that day. Turn the Rotary encoder to set “mm” 
(Month), then press / /ENT. Turn the Rotary encoder again to set 
“dd” (Date).

Setting the Clock Display (Clock Mode)

You can select the clock display type, 12-hour or 24-hour, depending on 
your preference.

Turning the Clock Display ON/OFF (Clock)

When ON is set, the time always appears in the lower left of the display.

SETUP 

Use steps 1 to 5 to select one of the SETUP modes to 
modify. See the applicable section below for details 
about the selected SETUP item.

/ /ENT
Rotary encoder

SOURCE/

FUNC./SETUP/RTN

BAND

Bluetooth Setting

Bluetooth IN ADAPTER / Bluetooth IN OFF (Initial 
Setting)

General Setting

mm/dd

AM (Before noon) 12:00 (12-hour) (Initial setting)  /  
00:00 (24-hour)

Clock ON (Initial Setting) / Clock OFF

*11
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Playing MP3/WMA/AAC Data (Play Mode)

This unit can play back CDs containing both CD and MP3/WMA/AAC 
data (created in Enhanced CD (CD Extra) format). However, in some 
situations, playback of an enhanced CD may be difficult. In this case, 
you can select playback of a single session only, containing the CD data. 
When a disc contains both CD and the MP3/WMA/AAC data, playback 
starts from the CD data portion of the disc.

• Perform this setting before inserting a disc. If a disc has already been 
inserted, remove it first. (If you use an MP3 changer, you have to 
change discs.)

Sound (Beep) Guide Function

This function will give audible feedback with varying tones depending 
upon the button pressed.

Turning Mute Mode On/Off (INT Mute)

If a device having the interrupt feature is connected, audio will be 
automatically muted whenever the interrupt signal is received from the 
device.

Setting the AUX Mode (V-Link)

You can input TV/video sound by connecting an optional Ai-NET/RCA 
Interface cable (KCA-121B) or Versatile Link Terminal (KCA-410C) to 
this component.
You can change the AUX name display when AUX IN is set to ON. 
Press / /ENT when AUX IN is set to ON, and select AUX Name  
by turning the Rotary encoder, then press / /ENT.
After that, turn the Rotary encoder to select the desired AUX name.
If the KCA-410C is connected, it is possible to select two AUX names.

• Via KCA-410C, up to 2 external devices with RCA output can be 
connected. In this case, press SOURCE/  to select AUX mode and 
then press BAND to select your desired device.

Changer Name Setting

This setting is used when the head unit is connected to the USB Adapter 
for MP3 (KCA-620M). You can set the name to be displayed on the unit 
depending on the device to which the USB Adapter for MP3 
(KCA-620M) is connected.

Setting the External Digital Input (Digital AUX)

When an ALPINE Ai-NET compatible digital audio processor 
(PXA-H701) and a DVD player (DVE-5207) not compatible with 
Ai-NET are connected, set Digital AUX to ON to enjoy 5.1-channel 
surround sound.

• Press SOURCE/ , and select the D.AUX mode, and adjust the 
volume, etc.

• Depending on the connected audio processor, DVD player sound 
may continue to be output, even though the source is changed to 
another one. If this occurs, set the DVD player’s power to OFF.

Connecting to an External Amplifier

When an external amplifier is connected, sound quality can be improved 
by stopping the power supply of the built-in amplifier. 

• No sound is produced by the system when the power output is set to 
OFF.

Setting the Language Font (Language Set)

You can select between two types of language fonts.

Demonstration

This unit has a Demonstration feature for the display with sound.

• To quit Demo mode, set to Demo OFF.

CD-DA (Initial setting) / CDDA&MP3/WMA

CD-DA: Only the CD data in Session 1 can be played 
back.

CDDA&MP3/WMA:CD data, MP3/WMA/AAC files in mixed mode, 
and multi-session discs can be played back.

Beep ON (Initial setting) / Beep OFF

INT Mute ON / INT Mute OFF (Initial setting)

AUX IN ON / AUX IN OFF (Initial setting)

Changer (Initial Setting) / USB / Portable

Digital AUX ON / Digital AUX OFF (Initial setting)

Power IC ON (Initial setting) / Power IC OFF

Power IC  OFF : Use this mode when the line output of this unit 
is used to drive an external amplifier. In this 
setting, the head unit’s internal amplifier is 
turned OFF and can not drive speakers.

Power IC ON : The speakers are driven by the built-in 
amplifier.

Language 1 (Initial Setting) / Language 2

Language 1 : Normal Font
Language 2 : European Font

Demo ON / Demo OFF (Initial setting)

Amplifier

Front
left

Front
right

Amplifier

Rear
left

Rear
right

Speakers

SPEAKER 
RIGHT FRONT Front

right

SPEAKER 
RIGHT REAR Rear 

right

SPEAKER 
LEFT REAR Rear 

left

SPEAKER 
LEFT FRONT Front 

left
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AUDIO is selected on the setup main menu in step 2.

Subwoofer On and Off

When the subwoofer is on, perform the steps below to adjust the 
subwoofer output level.

1 In the normal mode, press the Rotary encoder repeatedly 
to select the SUBWOOFER mode.

2 Adjust the level by turning the Rotary encoder.

Setting the Subwoofer System

Select either SUBW.System 1 or SUBW.System 2 for the desired 
subwoofer effect.

Setting the Filter type

Setting the Subwoofer phase

The subwoofer output phase is toggled SUBWOOFER NORMAL (0°) 
or SUBWOOFER REVERSE (180°). To adjust the level, turn the 
Rotary encoder.

Setting the Subwoofer Channel (SUBW. Channel)

You can set the subwoofer output to stereo or monaural. Make sure to 
set the correct output for your subwoofer type.

Setting the Response Slope for the High Range Speaker (TW Setup)

Depending on the response characteristics of the speaker, care should be 
taken when setting the response slope of the high range speaker to 
FLAT in 2.2ch (3WAY) mode (see “Adjusting and Storing the Crossover 
Settings” on page 16), as speaker damage may result.

DISPLAY is selected on the setup main menu in step 2.

Changing Lighting Color (Illumination)

You can change the lighting color of the following seven buttons.
SOURCE/ , BAND ,  ,  ,  ,  and MultEQ.

Dimmer Control

Set the Dimmer control to Auto to decrease the illumination brightness 
of the unit with the head lights of the vehicle ON. This mode is useful if 
you feel the unit’s backlighting is too bright at night.

Scroll Type Setting

Choose from two scrolling methods.
Select the type you prefer.

Scroll Setting (Text Scroll)

This CD player can scroll the disc and track names recorded on 
CD-TEXT discs, as well as text information of MP3/WMA/AAC files, 
folder names, tags, HD Radio and SAT Radio.

• In parts of the display, scrolling may not occur, or scroll content may 
differ.

Audio Setting

Subwoofer ON (Initial setting) / Subwoofer OFF

SUBWOOFER  BASS  TREBLE  BALANCE  
FADER  DEFEAT  VOLUME  SUBWOOFER

SUBW.System 1 (Initial setting) / SUBW.System 2

SUBW.System 1 : Subwoofer level changes according the 
main volume setting.

SUBW.System 2 : Subwoofer level change is different from the 
main volume setting. For example, even at 
low volume settings, the subwoofer is still 
audible.

L=R (Initial setting) / L/R

L=R: Left and right speakers are adjusted 
equally.

L/R: Left and right speakers are individually 
adjusted.

SUBW. Phase 0° (Initial setting) / SUBW. Phase 180°

SUBW. Channel Stereo (Initial setting) / Mono

Stereo: Subwoofer stereo (L/R) output
Mono: Subwoofer monaural output

TW Maker’s (Initial setting ) / TW User’s

Maker’s: As protection from possible speaker 
damage, FLAT cannot be set for the 
response slope of the high range speaker in 
2.2ch (3WAY) mode.

User’s: The FLAT setting is possible in 2.2ch  
(3WAY) mode.

Display Setting

Illumination TYPE 1(Initial setting) / TYPE 2 / TYPE 3 / TYPE 4 / TYPE 5 

TYPE 1 TYPE 2 TYPE 3 TYPE 4 TYPE 5  

TYPE 1: When the color of the seven buttons is blue, 
the color of the other is blue.

TYPE 2: When the color of the seven buttons is 
green, the color of the other is blue.

TYPE 3: When the color of the seven buttons is blue, 
the color of the other is red.

TYPE 4: When the color of the seven buttons is 
amber, the color of the other is red.

TYPE 5: When the color of the seven buttons is red, 
the color of the other is red.

Dimmer Auto (Initial setting) / Dimmer Manual

Scroll Type TYPE 1 / Scroll Type TYPE 2 (Initial setting)

TYPE 1 : The characters scroll from right to left, one character 
at a time, until the entire title has scrolled.

TYPE 2 : Words are built up from left to right, a single character 
at a time. When the display is full, it is cleared and the 
subsequent words are displayed the same way until 
all words of the title have been shown.

Text Scroll Auto / Text Scroll Manual (Initial setting)

Auto : CD text information, folder and file names, HD and 
SAT Radio text are scrolled continuously. In addition, 
all tag information is automatically rotated in the 
display continuously, without pressing the Title button.

Manual : The above information is scrolled only when a disc is 
loaded, a channel or track is changed, etc.
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Switching the Character Font (Font Select)

Two types of font can be selected.
You can select the font type you like.

Switching the Animation Display Type (BGV Select)

You can select your favorite animation display for background from 4 
types.

Setting of Calendar Display Pattern Switching (Calendar)

You can switch the calendar display pattern to be shown when the time 
is displayed.

ex. dd/mm/yyyy  25/12/2006 

Opening Message ON/OFF Setting

This unit includes a special message feature with various patterns, 
which when enabled displays opening messages for certain occasions. 
For example, when you turn this unit on December 25th (according to 
the unit’s date setting), a Christmas greeting is displayed if the Opening 
Message is set to ON.

TUNER is selected on the setup main menu in step 2.

HD Radio Station Call Setting

In the HD radio mode, the number of display characters for the HD 
radio station name can be selected.

Digital Seek ON/OFF Setting

Receiving Channels with the SAT Radio 
Receiver (Optional)
About SAT Radio
Satellite Radio* is the next generation of audio entertainment, with over 
100 digital audio channels. For a small monthly fee, subscribers can 
hear crystal-clear music, sports, news and talk, coast-to-coast via 
satellite. For more information, visit XM’s website at 
www.xmradio.com, or SIRIUS’ website at www.sirius.com. 

To receive SAT Radio, the separately sold XMDirect™ or SIRIUS 
Satellite Radio Tuner and an appropriate Ai-NET Interface Adapter will 
be required. For details, consult you nearest Alpine dealer.

* XM and its corresponding logos are trademarks of XM Satellite 
Radio Inc.

* SIRIUS and its corresponding logos are trademarks of SIRIUS 
Satellite Radio Inc.

• The SAT Receiver controls on this unit are operative only when a SAT 
Receiver is connected.

1 Press SOURCE/  to activate the SAT Radio mode.

2 Press BAND to select one of the three SAT Radio 
Preset Bands.

Each press changes the band:

XM mode:
XM 1  XM 2  XM 3  XM 1

SIRIUS mode:
SIRIUS 1  SIRIUS 2  SIRIUS 3  SIRIUS 1

3 Press  or  to select desired category.

Font Select TYPE 1 (Initial setting) / Font Select TYPE 2

BGV Select OFF (Initial setting) / BGV Select TYPE 1 / TYPE 2 / 
TYPE 3 / TYPE 4

dd/mm/yyyy / yyyy/mm/dd / mm/dd/yyyy (Initial setting)

yyyy : shows the year
mm : shows the month
dd : shows the day

Opening MSG ON / Opening MSG OFF (Initial setting)

Tuner Setting (Only when HD Radio is 
connected)

Station Call Short (Initial setting) / Station Call Long

Short : 7 characters (FM)
4 characters (AM)

Long : 56 characters

Digital Seek ON / Digital Seek OFF (Initial Setting)

ON : SEEK UP/DOWN is used only for Digital Radio 
Station.

OFF : SEEK UP/DOWN is used for all Radio Stations.

SAT Radio Receiver 
(Optional)

SAT Receiver: XM or SIRIUS Receiver
When an optional XM or SIRIUS Receiver Box is 
connected via the Ai-NET bus, the following 
operations may be performed. However, the XM 
Receiver and SIRIUS Receiver cannot be 
connected at the same time.

SIRIUS Receiver: Verify the features of the connected SIRIUS 
Receiver Box. Not all SIRIUS Receivers have 
identical functions and some may not be 
performed on this unit. For details about functions, 
refer to the SIRIUS Receiver’s Owner’s Manual.

TITLEFUNC./SETUP

/ /ENT
Rotary encoder

BANDSOURCE/ 21

Preset buttons
(1 through 6)

/RTN

/ESC
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4 Press  or  to select the desired channel. 
Holding down  or  will change channels 
continuously.

• When using the optional remote control (RUE-4190, etc.), an SAT 
Radio Channel can be directly called up with the numeric keypad of 
the remote control.

1 While in XM or SIRIUS Radio mode, enter the Channel 
number you want to call up with the numeric keypad on 
the remote control.

2 Press ENTER on the remote control within 5 seconds to 
receive the Channel.
If the channel number is 3 digits, the Channel is 
automatically received after the channel number has 
been input.

Checking the SAT Radio ID Number
A unique Radio ID number is required to subscribe to SAT Radio 
programming. Each third party XM or SIRIUS radio comes with this number. 

This number is an 8 character (for XM Radio) or 12 character (for 
SIRIUS Radio) alphanumeric number. It is printed on a label found on 
the SAT Receiver.
It can also be displayed on the screen of this unit in the following way.

XM:

1 While receiving a SAT Radio band, press  or 
 to select channel “0” for XM.

The unit displays channel No. “0” for 2 seconds, then 
displays the ID number.
While displaying Radio ID as shown above, Demonstration 
(page 23) become nonfunctional.

2 To cancel the ID number display, select the channel  
other than “0”.

SIRIUS:

1 While receiving a SAT Radio band, press  or 
 to select channel “255” for SIRIUS.

2 Press TITLE until the ID No. appears in the display.

3 To cancel the ID number display, set the channel to 
other than “255”.

• You cannot use “O”, “S”, “I”, or “F” for the ID Number (XM radio 
Receiver only).

• You can check the ID number printed on a label on your third party, 
SAT Radio Receiver package.

* When the Scroll Setting (page 24) is set to “Auto”, the display cannot 
be switched by pressing TITLE. The display contents switch 
alternately.

Storing Channel Presets

1 Press BAND to select the desired band you want to 
store.

2 After tuning in the desired channel, press and hold, 
for at least 2 seconds, any one of the preset 
buttons (1 through 6) into which you wish to store 
the channel.
The selected station is stored.

3 Repeat the procedure to store up to 5 other channels 
onto the same band.

• To use this procedure for other bands, simply select the band desired 
and repeat the procedure.

• A total of 18 channels can be stored in the preset memory (6 channels 
for each band; XM1, XM2 and XM3 or SIRIUS1, SIRIUS2 and 
SIRIUS3).

• If you store a channel in a preset memory which already has a 
station, the current channel will be cleared and replaced with the 
new one.

Receiving Stored Channels

1 Press BAND to select the desired band.

2 Press the channel preset buttons that has your 
desired satellite channel in memory.

Storing the desired Sports Team (SIRIUS only)
Store a favorite team from one of the available leagues SIRIUS covers. 
Once stored, game times and scores for that team are announced using 
the interruption ALERT display while receiving other programming. To 
receive these announcements, refer to page 27.
This function becomes effective after performing the following two 
operations.

1 Select the channel broadcasting your favorite team’s 
game.

2 Press FUNC./SETUP to activate the function mode.

3 Press 1(M) to activate the Memory mode.

4 Turn the Rotary encoder to select the desired 
team for the game being broadcast, and then press 

/ /ENT.

5 Turn the Rotary encoder to select an interruption 
type, and then press / /ENT.

Category Name

Channel No./Channel Name ID No.

ID No.

Composer Name 

ID No. Calendar/Clock

Channel No./Channel Name

Category Name

Channel No./Channel Name

(Blank)

(Blank)

*

*

Storing while receiving a game broadcast

Alert Type Initial (Initial setting)  Update

Initial: The ALERT display interrupts when the 
game begins.

Update: The ALERT display interrupts by game 
progress (change of score, game result, 
etc.).
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6 Press FUNC./SETUP to cancel the function mode.

• When you want to store but the memory area is filled,“MEMORY 
FULL” is displayed. If you want to replace the team after you have 
performed the procedure in step 4, turn the Rotary encoder to select 
“REPLACE YES,” and then press  / /ENT.

1 Press and hold FUNC./SETUP for at least 2 
seconds to enter the SETUP mode.

2 Turn the Rotary encoder to select a TUNER item, 
and then press / /ENT.

3 Turn the Rotary encoder to select Game Alert, and 
then press / /ENT.

4 Turn the Rotary encoder to select the desired 
league, and then press / /ENT.

5 Turn the Rotary encoder to select a team you want 
to store, and then press / /ENT.

6 Turn the Rotary encoder to select an interruption 
type, and then press / /ENT.

7 Press and hold FUNC./SETUP for at least 2 
seconds to cancel the SETUP mode.

• Pressing /RTN returns to the previous SETUP mode.
• If no operation is performed for 60 seconds, SETUP is canceled.
• In this mode, a total of 4 teams can be stored in the preset memory 

(one team per league).

Storing the desired Song / Artist (SIRIUS only)
A stored song title or artist name is announced whenever a matching 
title or artist is found on another channel. The interruption ALERT is 
displayed while listening to a program on another channel. For 
receiving interruption information, refer to “Recalling the stored 
information (SIRIUS only)” (page 27).

1 Press FUNC./SETUP to activate the function mode 
when a Song or the song of an Artist you want to 
store is being broadcast.

2 Press 1(M) to activate the Memory mode.

3 Turn the Rotary encoder to select the song title or 
artist name, and then press / /ENT.

4 Press FUNC./SETUP to cancel the function mode.

• When you want to store but the memory area is filled,“MEMORY 
FULL” is displayed. If you want to replace the Song title or Artist 
name after you have performed the procedure in step 3, turn the 
Rotary encoder to select “REPLACE YES,” and then press 

/ /ENT.
• Press and hold /ESC for at least 2 seconds to cancel the Memory 

mode. Or, the Memory mode/function mode will be canceled if no 
operation is performed for 10 seconds.

Recalling the stored information (SIRIUS only)
Whenever the stored sports team, song(s) or artist(s) are playing, an 
interruption ALERT appears in the display of the unit.

1 The interruption ALERT indicator is either on or 
blinking depending on the conditions listed below.

2 Turn the Rotary encoder to select the desired 
information.

3 Press / /ENT.

• If no operation is performed for 10 seconds , the unit returns to 
normal mode.

• Only a single sports team, song or artist can be displayed as an 
interruption ALERT. For example, both song and artist cannot be 
displayed as an ALERT at the same time.

Canceling the stored Alert Memory 
(SIRIUS only)

1 During usual reception, press FUNC./SETUP to 
turn the function on.

2 Press 2(D).
The Memory List appears after DELETE MODE has been 
displayed.

3 Turn the Rotary encoder to select a list you want 
to delete, and then press / /ENT.

4 Turn the Rotary encoder to select DELETE YES, 
and then press / /ENT.

Select “NO” the unit will return to the Memory List display.

5 Press FUNC./SETUP to cancel the function mode.

• If /ESC is pressed and held for at least 2 seconds, or no 
operation is performed for 10 seconds, the setting mode is canceled.

Search Function
You can search for programs by Category, Channel, Artist or Song.

1 Press /ESC in the XM or SIRIUS mode.

2 Turn the Rotary encoder to select Search mode, 
and then press / /ENT.

Category  Channel  Artist*  Song*

* SIRIUS Only

3 Turn the Rotary encoder to select the desired 
Category, and then press / /ENT.

Game Alert Setup

Alert Type Initial (Initial setting)  Update

Initial: The ALERT display interrupts when the 
game begins.

Update: The ALERT display interrupts by game 
progress (change of score, game result, 
etc.).

If more than 2 channels are found

DELETE NO  YES

Category Search mode:
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4 Turn the Rotary encoder to select the desired 
Channel Name, and then press / /ENT.

• While in Category Search mode, press /RTN to return to the 
selecting search mode.

• The Search mode is canceled if you press and hold /ESC for at 
least 2 seconds, or no operation is performed for 10 seconds in 
Category Search mode.

• If ALERT interruption occurs in the search mode, the search mode is 
canceled.

3 Turn the Rotary encoder to select the desired 
Channel/Artist/Song Name, and then press 

/ /ENT.

• While in Channel Search mode, press  or  to select another 
Category.

• While in Channel/Artist/Song Search mode, press /RTN to return 
to the selecting search mode.

• The Search mode is canceled if you press and hold /ESC for at 
least 2 seconds, or no operation is performed for 10 seconds in 
Channel/Artist/Song Search mode.

• Channel search is possible only in the category (last mode).
• If ALERT interruption occurs in the search mode, the search mode is 

canceled.

Quick Search Function
You can search for all channels in numerical order.

1 Press and hold /ESC for at least 2 seconds in XM 
or SIRIUS mode to activate Quick Search mode.

2 Turn the Rotary encoder to select the desired 
Channel within 10 seconds.
The selected Channel is received.

Receiving Weather or Traffic Information 
from SAT Radio

1 Select the SAT Radio Channel for your local traffic/
weather information.

2 Press and hold / /ENT for at least 2 seconds in 
the SAT mode.
The received weather or traffic channel is stored.

3 Press and hold BAND for at least 2 seconds.
The stored Weather or Traffic channel will be recalled.

4 Press and hold BAND for at least 2 seconds.
Returns to normal mode.

• Stored channels can also be recalled by pressing and holding BAND 
for at least 2 seconds.

• Channel other than Weather or Traffic can also be stored and recalled.

Instant Replay Function (SIRIUS only)
In SIRIUS mode, the current channel is saved using the Instant Replay 
memory function. Use this function to pause the channel content at any 
time. When playback is continued, it will begin at the position it was 
paused. This function can be used to store up to 44 minutes of audio.

1 During SIRIUS reception, press / /ENT to select 
the Instant Replay mode.
“INSTANT REPLAY” is displayed, and the received station is 
stored.

2 Press / /ENT again to select the play mode. 
The stored contents are played back.
During REPLAY playback, the “I.R.” indicator lights up.

• If you continue to press Fast forward until the end, the INSTANT 
REPLAY mode is canceled, and the unit will change to usual 
reception.

3 Press /ESC for at least 2 seconds to cancel the 
INSTANT REPLAY mode.
The unit returns to usual SIRIUS broadcasting mode.
Time display example during REPLAY playback (Instant 
Replay Mode only)

Changing the Display
Text information, such as the channel name, artist name/feature, and 
song/program title, is available with each XM or Sirius channel. The 
unit can display this text information as explained below.

In XM or SIRIUS mode, press TITLE.

Each time you press this button, the display changes as shown below.

XM mode:

Channel/Artist/Song Search mode:

During REPLAY playback:
Fast reverse: Press and hold .
Fast forward: Press and hold .
Returning to the beginning of the current song: Press .
Advancing to the beginning of the next song:    Press .

[I.R]SIRIUS 1

Channel Number / Name
0:23

Play Time
(Remaining time for INSTANT 
REPLAY.)

Category Name

Channel No./Channel Name

Artist Name 

Song Name

Auxiliary Data Field

Auxiliary Data Field Calendar/Clock

Channel No./Channel Name

Category Name

Channel No./Channel Name

*1

(Blank)

(Blank)
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